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(57) Abstract: Disclosed is a windmill (1) comprising one or several 
blades (3) that rotate about a vertical, central axis (4) within a main bear- 
ing (5), are disposed parallel to said vertical axis (4), are connected via 
horizontal supports (6), are freely rotatable in bearings (7), and can be 
oriented by means of a wind vane (9). The cross section of the blades 

(3) is provided with an aerodynamic, symmetrical profile (8) along the 
entire length thereof. The profile (8) of the blades (3) is longitudinally 
oriented in the direction of the wind (10) on the horizontal supports (6) 
at each point of the trajectory (13) thereof about the vertical axis (4), 
controlled by the wind vane (9), with the aid of a first control mecha- 
nism (11) while said blades (3) are adjusted in relation to the wind (10) 
on the horizontal supports (6) by means of a second control mechanism 
(12) such that the longitudinal axes of the profile (8) of the blade/s (3) 
are oriented in accordance with the angle of rotation of the horizontal 
support (6) to the wind vane (9) and the rotational speed of said hori- 
zontal support (6) at each point of the trajectory (13) thereof in order to 
generate an optimal aerodynamic force. 

(57) Zusammenfassung: Das Windrad (1) besteht aus einem oder 
mehreren, in einem Hauptlager (5) um eine vertikale, zentrale Achse 

(4) rotierenden Fliigeln (3), die parallel zu der senkrechten Achse (4), 
uber Horizontal trager (6) verbunden und in Lagern (7) frei drehbar an- 
geordnet und durch eine Windfahne (9) ausrichtbar sind. Die Fliigel (3) 
weisen uber ihre gesamte Lange im Querschnitt ein aerodynamisches, 
symmetrisches Profil (8) auf. Durch einen ersten Steuermechanismus 
(11) werden die Fliigel (3) au den Horizontaltragern (6) an jedem 
Umlaufpunkt ihrer Bahn (13) um die vertikale Achse (4), gesteuert 
durch die Windfahne (9), mit ihrem Profil (8) langs in Windrichtung 
(10) ausgerichtet und durch einen zweiten Steuermechanismus (12) 
werden die Fliigel (3) auf den Horizontaltragern (6) derart zum 
Wind (10) einstellt, dass in Abhangigkeit vom Drehwinkel des 
Horizontaltragers (6) zur Windfahne (9) und der Drehgeschwindigkeit 
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des Horizontaltragers (6) der oder die Fliigel (3) mit den Langsachsen ihres Profils (8) an jedem Umlaufpunkt ihrer Bahn (13) zur 
Erzeugung einer optimalen aerodynamischen Kraft ausgerichtet sind. 



